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UK DECLARATION OF CONFORMITY

UK
CA

PEMSA CABLE MANAGEMENT
Declares that the product:

LG-PA Flexible Conduit, ST-PA Flexible Conduit

which references are listed in the Annex 1 of this declaration, installed in accordance with the manufacturer’s
instructions and installation standards, complies with the essential requirements of the regulation reference:

Electrical and Equipment (Safety) Regulations 2016
(S.l. 2016 No. 1101)

In conformity with the following standards:

BS-EN 61386-1 CONDUIT SYSTEMS FOR CABLE MANAGEMENT - PART 1: GENERAL
REQUIREMENTS

BS-EN 61386-22 CONDUIT SYSTEMS FOR CABLE MANAGEMENT - PART 22: PARTICULAR
REQUIREMENTS - PLIABLE CONDUIT SYSTEMS

This declaration is issued under the sole responsibility of the manufacturer

Ernesto Chenol Mora
Offer Development, Quality and Market Director.
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Annex 1

Reference Designation

10040007 ST-PA Pemsaflex conduit NW 7 grey

10040010 ST-PA Pemsaflex conduit NW10 grey
10040012 ST-PA Pemsaflex conduit NW12 grey
10040014 ST-PA Pemsaflex conduit NW14 grey
10040017 ST-PA Pemsaflex conduit NW17 grey
10040023 ST-PA Pemsaflex conduit NW23 grey
10040029 ST-PA Pemsaflex conduit NW29 grey
10040036 ST-PA Pemsaflex conduit NW36 grey
10040048 ST-PA Pemsaflex conduit NW48 grey
10041007 ST-PA Pemsaflex conduit NW 7 black
10041010 ST-PA Pemsaflex conduit NW10 black
10041012 ST-PA Pemsaflex conduit NW12 black
10041014 ST-PA Pemsaflex conduit NW14 black
10041017 ST-PA Pemsaflex conduit NW17 black
10041023 ST-PA Pemsaflex conduit NW23 black
10041029 ST-PA Pemsaflex conduit NW29 black
10041036 ST-PA Pemsaflex conduit NW36 black
10041048 ST-PA Pemsaflex conduit NW48 black
10042007 LG-PA Pemsaflex conduit NW 7 grey

10042010 LG-PA Pemsaflex conduit NW10 grey
10042012 LG-PA Pemsaflex conduit NW12 grey
10042014 LG-PA Pemsaflex conduit NW14 grey
10042017 LG-PA Pemsaflex conduit NW17 grey
10042023 LG-PA Pemsaflex conduit NW23 grey
10042029 LG-PA Pemsaflex conduit NW29 grey
10042036 LG-PA Pemsaflex conduit NW36 grey
10042048 LG-PA Pemsaflex conduit NW48 grey
10043007 LG-PA Pemsaflex conduit NW 7 black
10043010 LG-PA Pemsaflex conduit NW10 black
10043012 LG-PA Pemsaflex conduit NW12 black
10043014 LG-PA Pemsaflex conduit NW14 black
10043017 LG-PA Pemsaflex conduit NW17 black
10043023 LG-PA Pemsaflex conduit NW23 black
10043029 LG-PA Pemsaflex conduit NW29 black
10043036 LG-PA Pemsaflex conduit NW36 black
10043048 LG-PA Pemsaflex conduit NW48 black
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