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REIKU GMBH E168970
Robert-Bosch-Strasse 3
51674 Wiehl-Bomig, GERMANY

Cat. No. Max Working Temp, °C Indoor Use Outdoor Use

Thermoplastic tubings

PARE(b)-10F, PARE(b)-12F, PARE(b)-14F, PARE(b)-17F, PARE(b)-23F, PARE(b)-29F, PARE(b)-36F, PARE(b)-48F, 
PARE(b)-52G, PARE(c)-70G

105 Yes -

PARF(c)-17G, PARF(c)-23G, PARF(c)-29G, PARF(c)-36G, PARF(c)-48G, PARF(c)-52G

105 Yes -

PARN(b)-12F, PARN(b)-14F, PARN(b)-17F, PARN(b)-17G, PARN(b)-23F, PARN(b)-23G, PARN(b)-29F, PARN(b)
-29G, PARN(b)-36F, PARN(b)-36G, PARN(b)-48F, PARN(b)-48G, PARN(b)-52G, PARN(b)-70G, PARN(b)-95G

105 - Yes

PARV(b)-17G, PARV(b)-23G, PARV(b)-29G, PARV(b)-36G, PARV(b)-48G, PARV(b)-70G, PARV(b)-95G

105 Yes -

PURM(c)-70G 105 Yes -

PURR(c)-52G, PURR(c)-70G 105 Yes -

PURV(c)-52G, PURV(c)-70G 105 Yes -

Cat. No. Indoor Dry Locations Liquid-tight Locations

Thermoplastic fittings

PA(d)(g)(b)-07(e), PA(d)(g)(b)-10(e), PA(d)(g)(b)-12(e), PA(d)(g)(b)-17(e), PA(d)(g)(b)-23(e), PA(d)(g)(b)-29
(e), PA(d)(g)(b)-36(e), PA(d)(g)(b)-48(e), PA(d)(g)(b)-52(e), PA(d)(g)(b)-70(e)

- Yes

PA(d)(g)(b)-07(e), PA(d)(g)(b)-10(e), PA(d)(g)(b)-12(e), PA(d)(g)(b)-17(e), PA(d)(g)(b)-23(e), PA(d)(g)(b)-29
(e), PA(d)(g)(b)-36(e), PA(d)(g)(b)-48(e), PA(d)(g)(b)-52(e), PA(d)(g)(b)-70(e)

Yes -

PA(d)(g)(b)-07(e), PA(d)(g)(b)-10(e), PA(d)(g)(b)-12(e), PA(d)(g)(b)-17(e), PA(d)(g)(b)-23(e), PA(d)(g)(b)-29
(e), PA(d)(g)(b)-36(e), PA(d)(g)(b)-48(e), PA(d)(g)(b)-52(e), PA(d)(g)(b)-70(e), PA(d)(g)(b)-95(e)

- Yes

PA(d)(g)(b)-07(e), PA(d)(g)(b)-10(e), PA(d)(g)(b)-12(e), PA(d)(g)(b)-17(e), PA(d)(g)(b)-23(e), PA(d)(g)(b)-29
(e), PA(d)(g)(b)-36(e), PA(d)(g)(b)-48(e), PA(d)(g)(b)-52(e), PA(d)(g)(b)-70(e), PA(d)(g)(b)-95(e)

- Yes

PM(d)(a)(b)-10(e), PM(d)(a)(b)-12(e), PM(d)(a)(b)-17(e), PM(d)(a)(b)-23(e), PM(d)(a)(b)-29(e), PM(d)(a)(b)
-36(e), PM(d)(a)(b)-48(e)

- Yes

PM(d)(a)(b)-10(e), PM(d)(a)(b)-12(e), PM(d)(a)(b)-17(e), PM(d)(a)(b)-23(e), PM(d)(a)(b)-29(e), PM(d)(a)(b)
-36(e), PM(d)(a)(b)-48(e)

- Yes

PM(d)(a)(b)-12(e), PM(d)(a)(b)-17(e), PM(d)(a)(b)-23(e), PM(d)(a)(b)-29(e), PM(d)(a)(b)-36(e), PM(d)(a)(b)
-48(e)

Yes -

PM(d)(a)(b)-12(e), PM(d)(a)(b)-17(e), PM(d)(a)(b)-23(e), PM(d)(a)(b)-29(e), PM(d)(a)(b)-36(e), PM(d)(a)(b)
-48(e)

- Yes
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VM(d)(f)(b)-12(e), VM(d)(f)(b)-17(e), VM(d)(f)(b)-23(e), VM(d)(f)(b)-29(e), VM(d)(f)(b)-36(e), VM(d)(f)(b)-48
(e)

Yes -

VM(d)(f)(b)-12(e), VM(d)(f)(b)-17(e), VM(d)(f)(b)-23(e), VM(d)(f)(b)-29(e), VM(d)(f)(b)-36(e), VM(d)(f)(b)-48
(e)

Yes -

VM(d)(f)(b)-12(e), VM(d)(f)(b)-17(e), VM(d)(f)(b)-23(e), VM(d)(f)(b)-29(e), VM(d)(f)(b)-36(e), VM(d)(f)(b)-48
(e)

- Yes

VM(d)(f)(b)-17(e), VM(d)(f)(b)-23(e), VM(d)(f)(b)-29(e), VM(d)(f)(b)-36(e), VM(d)(f)(b)-48(e)

- Yes

VP(d)(f)(b)-10(e), VP(d)(f)(b)-12(e), VP(d)(f)(b)-17(e), VP(d)(f)(b)-23(e), VP(d)(f)(b)-29(e), VP(d)(f)(b)-36
(e), VP(d)(f)(b)-48(e)

Yes -

VP(d)(f)(b)-10(e), VP(d)(f)(b)-12(e), VP(d)(f)(b)-17(e), VP(d)(f)(b)-23(e), VP(d)(f)(b)-29(e), VP(d)(f)(b)-36
(e), VP(d)(f)(b)-48(e)

Yes -

VP(d)(f)(b)-17(e), VP(d)(f)(b)-23(e), VP(d)(f)(b)-29(e), VP(d)(f)(b)-36(e), VP(d)(f)(b)-48(e)

- Yes

VP(d)(f)(b)-23(e), VP(d)(f)(b)-29(e), VP(d)(f)(b)-36(e), VP(d)
(f)(b)-48(e)

- Yes

(a) - Represents O for no inner seal or V for both outer flat washer and inner seal

(c) - Represents B for black

(d) - Represents G, B, W, S, A, I or F for the fitting design

(e) - Represents various codes, or be blank, for the thread details

(f) - Represents R for inner seal or V for both outer flat washer and inner seal

(g) - Represents O for no inner seal, V for both outer flat washer and inner seal or D for both outer flat washer and inner seal on larger sizes

Marking: Company name, catalog designation and temperature rating on the product or on the smallest unit container in which the product is 
packaged.
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